POLE TOP DIAM.
13.98" AF 12-SIDED

AV

67'-0" OVERALL LENGTH

TOP SECTION LENGTH 33'-3"
5/16" GRADE 65

3'-9" SLIP JOINT

BOTTOM SECTION LENGTH 37'-6"
3/8" GRADE 65

170"
EMBEDMENT

cy

e

PER CUSTOMER
REQUIREMENTS

1/2"-13 UNC HEX NUT

PER CUSTOMER
REQUIREMENTS

BELOW GRADE COATING

POLE BASE DIAM.
45.0" AF 12-SIDED

POLE COMPONENT INFORMATION

ITEM|QTY. DESCRIPTION WT. EACH
1 1 |STEEL POLE TOP SECTION 33'-3" LONG 2,720
2 1 |STEEL POLE BOTTOM SECTION 37'-6" LONG 5,990
TOTAL WEIGHT | 8,710LB

ALL OF OUR INVENTORY CAN BE MODIFIED
TO FIT YOUR SPECIFICATIONS, INCLUDING
VANGS, ARM CONNECTIONS, GROUNDING,
AND PRE-DRILLED HOLES.

EXISTING 15" X 3/16"
12-SIDED POLE CAP

SECTION A-A
POLE CAP

1/2" GROUND NUT

FLAT 2-3 & 8-9
ELEVATION:

17'-0" FROM BOTTOM OF
POLE

SECTION B-B
GROUNDING

EXISTING 48" X 3/16"
12-SIDED BEARING PLATE

SECTION C-C
BEARING PLATE

POLE STRENGTH: 2,274 F-K

POLE FINISH: HOT-DIP GALVANIZED ASTM A123

67FT CLASS: CUSTOM
POLE TYPE: 67XXHBLANK
POLE WEIGHT: 8,710 LB
(6) AVAILABLE

UTILITY POLE
SOLUT IONS




