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BELOW GRADE COATING
PER CUSTOMER
REQUIREMENTS

POLE BASE DIAM.
31.0" AF 12-SIDED

POLE COMPONENT INFORMATION
ITEM | QTY. DESCRIPTION WT. EACH
1 1 |STEEL POLE TOP SECTION 52'-5" LONG (T-236210B) 2,470
2 1 |STEEL POLE BOTTOM SECTION 51'-6" LONG (T-236210A) 4,385
TOTAL WEIGHT | 6,855 LB

ALL OF OUR INVENTORY CAN BE MODIFIED
TO FIT YOUR SPECIFICATIONS, INCLUDING
VANGS, ARM CONNECTIONS, GROUNDING,
AND PRE-DRILLED HOLES.

SECTION A-A
POLE CAP

SECTION B-B
GROUNDING

SECTION C-C
BEARING PLATE

EXISTING 15" X 3/16" ROUND
BOLT ON POLE CAP
(SHIP ATTACHED)

1/2" SS NEMA PAD
FLAT 2-3
ELEVATION:

83'-0" [1'-6" AGL]

EXISTING 34" X 1/4"
ROUND BEARING PLATE

100FT CLASS H9

POLE TYPE:

VALM MCE2D100
POLE WEIGHT: 6,855 LB

UTILITY
POLE
SOLUTIONS




